
Standards Environmental

AIS Operating Temperature

Environment Storage Temperature

Product Safety

Raspberry PI®

AIS Receiver

Modell

VHF Receiver

Frequency Interface

Rx Sensivity

Display

GNSS AIS Antenna

UKW socket 

GPS USB

HDMI

Raspberry PI® LAN

Audio (OUT)

Modell Interface

WiFi

Software

Power Supply

Pre-installed

Supply Voltage 5V, 3.5A, Micro-USB B

Average Current (at 12V) 240mA

Power consumption Approx. 500 mA

Dimensions/Drawings

Weight Dimensions (LxWxH):
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BNC Female

yes

yes

yes

3B

–20 °C to +60 °C?

?

Mobile AIS Receiver
TECHNICAL 

DATASHEET

raspAIS (A21100)

? -10°C to +55°C

Weatherdock AG, Emmericher Str. 17, 90411 Nuernberg | +49 (0) 911-376638-30 | info@weatherdock.de | www.easyais.com

better than -107dBm

150 g 85 x 56 x 45 mm

AIS  software (Freeware)

External source required

3B

LED's

2-Channel

AIS 1: 161.975 MHz; AIS 2: 162.025 MHz

yes (3,5 mm)

UART TX (38400 Baud)

yes


